NATIONAL CERTIFIED TESTING LABORATORIES



MI Home Products NCTL-210-2065-1
Par. No. Title of Test & Method Measured Allowed
22162 Deglazing - ASTM E987
Right Active Panel
Meeting Rail (50 Ibf) 8.4 % (0.042") <100%
Bottom Rail (50 lbf) 8.4 % (0.042") <100%
Left Stile (70 Ibf) 8.0 % (0.040") <100%
Right Stile (70 Ibf) 6.2 % (0.031") <100%
212 Air Infiltration Passed 0.30cfm /ft2
1.57 psf(25mph)
213 Water Resistance-(5.0GPH/FT/2) No entry No entry
WTP=4.50 psf
2.1.42 Uniform Load Structural - ASTM E330
45.0 psf Exterior 0.245” 0.381”
45.0 psf Interior 0.258” 0.381”
OPTIONAL PERFORMANCE
Par. No. Title of Test & Method Measured Allowed
4.3 * Water Resistance - ASTM E547 & E331
5.0 gph/ft?
WTP =5.25 psf No Entry No Entry

Note: At this point in testing, an additional sill riser was attached to the existing main sill’s interior
vertical leg with the following results being obtained:

Par. No. Title of Test & Method Measured Allowed
4.3 * Water Resistance - ASTM E547 & E331

5.0 gph/ft?

WTP =6.00 psf No Entry No Entry
442 Uniform Load Structural - ASTM E330

52.5 psf Exterior 0.379” 0.881”

52.5 psf Interior 0.380” 0.381”

* Test performed with and without screen

TEST COMPLETEDO7/15/98

Note: In addition, Better Bilt Auminum Products’ Series “430” and “440” also received a SGD-C35
rating being identical in panel construction and interior sill leg heights.

This test specimen meets the performance criteria level of (SGD-C35) of the AAMA/NWWDA )
101/1.8. 2-97 specification. Detailed drawings were available for laboratory records and compared =~
to the test specimen at the time of this report. A copy of this report along with representative /
sections of the test spectmen will be retained by NCTL for a period of four(4) years. The results
obtained apply only to the specimen tested. fé





