Master File # 6

Central Florida B.O.A.F
Exterior Window and Door
Master Filing Checklist

Sufficiency Review

Manufacturer Name: Better Bilt Doors and Windows / M | Homes

Model Number(s): Fin Stacking Sill Over Single Unit

Contact Name & Number: Dane Starkey- 407-743-1432

Please ensure the following are contained in your submittal:
X Two (2) signed and sealed engineered installation details.
X One (1) signed and sealed test report.

One (1) signed and sealed engineered calculations for alternate fastening
method, if applicable.

I. Governmental Product Approval:

Agency Initials/Date Agency Initials /Date
Brevard, County of Melbourne, City of
Mt. Dora, City of -

Orange, County of ACP__ 3/15/02

Port Orange, City of

Cape Canaveral
Cocoa Beach, City of
Eustis, City of
Indialantic, City of

Rockledge, City of
Satellite Beach, City of

Seminole, County of

Indian Harbour, City of
Lake, County of

Lake Mary, City of
Leesburg, City of
Maitland, City of
Malabar, City of
Melbourne Beach, City of

Tavares, City of
Titusville, City of

West Melbourne, City of
Winter Park, City of

Scan Date 3-4-02
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#8-32 X 1 3/4” FLAT

SERIES BBI65SP WINDOW OVER SERIES 165 SINGLE HUNG HEAD MACHINE
SCREW A@mlomsawv

#8-32 MACH. SCREW 48-32 NUTSERT =
(99-08-165) (99-08—800) =
165SP WINDOW : FIELD DRILL 1/4" DIA j =
FRAME SILL / SINGLE HUNG HEAD e=h =
6 PER PACK 6 PER PACK

1/4” —

G q

/ SERIES 165

SINGLE HUNG
. FRAME HEAD
LA~
#8—32 NUTSERT A@@aomlmoov

SCORE AND REMOVE FiN

1). SCORE SINGLE HUNG FRAME HEAD NAIL FIN AT BASE WITH KNIFE AND REMOVE FIN FLUSH.
2). LOCATE 165SP  WINDOW ON TOP OF SINGLE HUNG (CENTERED).
3). USING PRE—PUNCHED HOLES PROVIDED IN 165SP WINDOW FRAME SILL AS GUIDE, MARK AND DRILL 1/4" DIA HOLES IN SINGLE HUNG HEAD.

4). ATTACH USING #8-32 FLATHEAD MACHINE SCREWS PROVIDED (SEE ABOVE). APPROX. 1 PER FOOT.
BREAK OFF EXCESS #8-32 MACHINE SCREW.

5). INSTALL COMBINED UNITS AS ONE COMPLETE WINDOW.
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MI HOME PRODUCTS FIN

DESIGN LOAD CAPACITIES STACKING

FOR STACKING SILL IN FIN FRAME APPLICATIONS SILL

WHEN USED FOR MULLING TRANSOM

WDW. WTH.> 24.000 30.000 36.000 37.000 42.000 48.000 53.125

WDW. HGT. V|
36.000 396.0 202.8 117.3 108.1 748 48.2 33.0
42.000 386.0 202.8 117.3 108.1 739 46.9 31.8
48.000 386.0 202.8 117.3 108.1 73.9 46.5 31.2
50.625 3986.0 202.8 117.3 108.1 73.9 46.5 31.0
60.000 396.0 202.8 117.3 108.1 73.9 46.5 31.0
63.000 396.0 202.8| 117.3 108.1 73.9 46.5 31.0
72.000 396.0 202.8 117.3 108.1 73.9 46.5 31.0

NOTES:

* CHART APPLIES ONLY TO EXTRUDED ALUMINUM STACKING SILL (SECTION NUMBERS 5650 AND CM 16545) USED
HORIZONTALLY OVER A SINGLE WINDOW.

* CHART ASSUMES TRANSOM HEIGHT TO BE ONE HALF WINDOW WIDTH.

* WINDOW HEIGHTS SHOWN ON "Y" AXIS OF CHART DESIGNATE HEIGHT OF WINDOWS BELOW TRANSOM AND DO NOT

INCLUDE TRAMSOM HEIGHT.

* READ WINDOW WIDTH AND WINDOW HEIGHT IN INCHES.

* DESIGN PRESSURE VALUES ON THIS CHART ARE IN PSF.

* #8 SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1-1/8 IN. MIN. EMBEDMENT MUST BE PLACED THROUGH EACH JAMB OF
BOTTOM WINDOW AT MAX. 6 INCHES FROM JAMB / HEAD CORNER. #8 SCREWS OF SUFFICIENT LENGTH TO ACHIEVE
1-1/8 IN. MIN. EMBEDMENT MUST BE PLACED THROUGH FRAME OF TRANSOM WINDOW AT MAX. 6 IN. FROM STACKING
SILL 7 JAMB CORNER.

* WHERE REQUIRED DESIGN PRESSURES EXCEED VALUES SHOWN ON THE ABOVE CHART, USE MULLION SERIES H43
(SECTION NUMBER 5767) HORIZONTALLY BETWEEN WINDOW AND TRANSOM.

PREPARED BY.
PRODUCT & APPLICATION ENGINEERING, INC.
250 INTERNATIONAL PARKWAY

SUITE 250 CA020089
HEATHROW, FLORIDA 32746 31-Jan-2002
PHONE 407 805-0365 / FAX 407 805-0366 02-0125
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